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- STEEL EXTRUSION
SOIDAL ANCHOR SHOWN, “L”SHAPED ANCHOR MAY BE USED AS AN ALTERNATE.
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SECTION THROUGH JOINT

(TYPE D) AT UPPER MLK JR.

DR. (NEAR PIER 5)

NO SCALE

NOTE: SEE STANDARD SPECIFICATIONS - SECTION 443
“"ELASTOMERIC PROFILE BRIDGE JOINT SEALS”
FOR FURTHER REQUIREMENTS.

INSTALLATION PROCEDURE

PLACE THE NEW EXPANSION JOINT DEVICE IN THE
BLOCKOUT TO THE PROPER LINE AND GRADE, THE
DISTANCE BETWEEN EXTRUSIONS BEING SET WITH

RESPECT TO TEMPERATURE AND MANUFACTURER'S
RECOMMENDATIONS.

. PREHEAT AS REQUIRED AND MIX THE ELASTOMERIC

CONCRETE AS PER MANUFACTURER'S RECOMMENDATIONS.

PLACE THE MIX INTO THE PREPARED BLOCKOUT AND
TROWEL SMOOTH.

IF REQUIRED, PLACE HEAT CURING CHAMBERS OVER
THE INSTALLED JOINT FOR THE PERIOD OF TIME
NECESSARY TO HEAT FUSE AND CURE THE
ELASTOMERIC CONCRETE.
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DETAIL “A"

SINUSOIDAL ANCHOR DETAIL
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SCALE: Vo= 1"

6" TYP.
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\—'/2”{3 X 9"BENT STUD ANCHOR

EXPANSION JOINT DETAILS

“W”(JOINT WIDTH) SHALL BE BASED ON THE AVERAGE
BRIDGE DECK CONCRETE TEMPERATURE.

PREFORMED SILICONE JOINT SEAL AS
PER SPECIAL PROVISION SECTION 449
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4" R

SILICONE
ADHESIVE

FILLER MATERIAL IN
ACCORDANCE WITH
SUB-SECTION 833.2.0I
OF GEORGIA DOT
SPECIFICATIONS, HOLD
IN PLACE WITH 104
GALVANIZED NAILS

(TYPE E) AT SPAN

TEMP (eF) | 30 | 60 | 90
PIER | “WOIND 1725 I VA
PIER 5 "W (IN) 28 RV IR Z
PIER 15 “WOANY 1 3% 1 2Ya | 1Ys
PIER 17 "W (IND 3% 124 | Vs
JOINT OPENING
TEMP (°F)| 30 | 60 | 90
GA BAR “WOaN) |4, | 4 | 3%
19 RIGHT (APPROX. STA., 27+10)

SHEET TOTAL
NO. SHEETS

PROJECT NUMBER

BHNLB-3073-00(0l6)

GA-| BRNLB-9073-00(018) |

Huy

¥," CHAMFER, AS PER
SUB-SECTION 500.3.05.F.7 OF
GEORGIA DOT SPECIFICATIONS

PREFORMED SILICONE JOINT SEAL AS
PER SPECIAL PROVISION SECTION 449

LONGITUDINAL SECTION
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SILICONE
ADHESIVE N\
FILLER MATERIAL IN \\\
ACCORDANCE WITH ~
SUB-SECTION 833.2.0I |
OF GEORGIA DOT
SPECIFICATIONS, HOLD
IN PLACE WITH 104
GALVANIZED NAILS
TRANSVERSE SECTION
EXPANSION JOINT DETAILS-TYPE C
PIERS 1, 5, 15, AND 17
ill
™
!/4/IR° { B | |/4/1R°
T
EPOXY - i EPOXY
ADHESIVE ADHESIVE

FILLER MATERIAL IN
ACCORDANCE WITH
SUB-SECTION 833.2.0I
OF THE GEORGIA
DOT SPECIFICATIONS,
HOLD IN PLACE

WITH 1049 GALV. NAILS.

2" EXPANSION JOINT DETAIL-TYPE B

NOTES:
. “W" (JOINT WIDTH) SHALL BE BASED ON THE AVERAGE BEAM TEMPERATURE.

U1 DWW

AI r—ye “"MAX.

Y
“L"SHAPED ANCHOR DETAIL
SCALE: //p" = |
LOCATION A MOVEMENT
MID. TEMP. | MAX. OPENING | MIN. OPENING | RATING
MLK JR. DR. K 1Y, Y, |

DETAIL

\\AII

x = 30°

PRORATE “W" BETWEEN TEMPERATURE VALUES SHOWN,
ASSUMED NORMAL TEMPERATURE IS 60° F.

SEE SPECIAL PROVISION - SECTION 449 “BRIDGE DECK JOINT SEALS” FOR FURTHER REQUIREMENTS.

INCLUDE ALL COSTS ASSOCIATED WITH FURNISHING LABOR, MATERIALS, FABRICATION AND INSTALLATION

OF PREFORMED SILICONE SEALS COMPLETE AND IN PLACE IN THE UNIT PRICE BID FOR PAY ITEM 449-1350.

AT SPAN 14 LT. (APPROX. STA. 20+50)
AND SPAN 15 LT. (APPROX. STA. 21+40)

BK SEAL AS PER GEORGIA DOT
SPECIFICATIONS SECTION 449.2.D.
SEAL SHALL BE 2"IN DEPTH BY
2'/2" WIDE PRIOR TO INSTALLATION.

FILLER MATERIAL IN
ACCORDANCE WITH
SUB-SECTION 833.2.0I
OF THE GEORGIA

DOT SPECIFICATIONS,
HOLD IN PLACE

WITH 109 GALV. NAILS.

" EXPANSION JOINT DETAIL-TYPE A

AT END ABUT. I, B.F.P.R. ABUT. I, B.F.P.R. ABUT. I9
SPANS |I-5 LEFT AND RIGHT, UPPER
MLK DRIVE (WEST), SPAN I6 LEFT (APPROX. STA. 23+75),
SPAN |7 LEFT (APPROX. STA. 24+35 AND 24+6D5)

SPAN |7 RIGHT (APPROX. STA. 24+30)
SPAN 19 LEFT (APPROX. STA. 27+40)

Bkl SEAL AS PER GEORGIA DOT
SPECIFICATIONS SECTION 449.2.D.
SEAL SHALL BE 2"IN DEPTH BY
I'/4” WIDE PRIOR TO INSTALLATION.

BRIDGE NO. |

Heath & Lineback Engineers
INCORPORATED 5
2390 CANTON ROAD, BUILDING 200 &
MARIETTA, GEORGIA 30066-5393 s
(770)424-1668 ‘_’j
N GEORGIA ”
= DEPARTMENT OF TRANSPORTATION -
= ENGINEERING DIVISION-OFFICE OF BRIDGES AND STRUCTURES S
EXPANSION JOINT DETAILS ~
% SPRING STREET VIADUCT OVER )
= CSX TRANSPORTATION =
2 BHNLB-9073-00(016) |
= FULTON COUNTY BRNLB-9073-00(018) |
PRIWING_1O- NO SCALE JULY 2013 %
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bwmcmst—r o | INCH WHEN PRINTED FULL SIZE




